






Connections

Docking: 4 x USB Type-C sockets, with single locking screw (M2). 

USB Devices: 2 x USB-A 3.0 sockets for connecting video

conferencing devices such as camera and speakers.

Accessories: 2 x USB-A 2.0 sockets for connecting special 
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HDMI: HDMI 2.0 for connection to TV or projector.

Ethernet: �5�-���������������0�E�L�W���V�����)�X�O�O���G�X�S�O�H�[�����P�D�Q�D�J�H�P�H�Q�W���R�Q�O�\

WIFI: External antenna. 2.4Ghz (not 5Ghz), management only

Functionality

USB-C video-in: Alt-Mode DisplayPort 1.1 to 1.4. 2 or 4 lanes 
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HDMI video-out:  HDMI 2.0b. HDCP 1.4 och 2.3. 6 Gbit/s

- 2 DP Lane mode: DP 1.2 = 4k30Hz, DP 1.4 = 4k60Hz 

- 4 DP Lane mode: DP 1.2 = 4k60Hz

USB Pass-through: 

- 2 DP Lane mode: USB 2.0 LS/FS/HS & USB 3.1, SS/5 Gbit/s

- 4 DP Lane mode: USB 2.0 LS/FS/HS

Charging USB-C: 5V / 3A, 9V / 3A, 12V / 3A, 15V / 3A, 19.5V / 5A, 

20V / 5A.

Innovated and designed in Sweden

General 

Product name: Ochno Power Conference 3

Part number: O-PC-3

Contents: Main unit. power adapter, mounting brackets, AC-cord

Warranty: 3 years

Dimensions:  215 x 130 x 33 mm 

Weight: 680g

Max output power: 4 x USB-A + 4 x USB-C = 180W

�&�H�U�W�L�4�F�D�W�L�R�Q�V�� CE-EMC EN55032: 2015, EN 61000-3-2: 2014,

EN55035:2017, EN61000-3-3: 2013, CE-LVD EN62368-1:2014, FCC 
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Power Supply
Input: 85 - 264 V AC, 2.4A max, 1 meter AC-cord included

Output: 20V, 10A. 4-Pin DIN med locking mechanism

Size: L 161 x W 54 x H 33 mm

Weight: 560g

�&�H�U�W�L�4�F�D�W�L�R�Q�V�� CB / UL / cUL / FCC / GS / CE / PSE / BSMI / CCC

Environment
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Ambient temperature: 5° – 40°C. 

Protection: Over-current, over-voltage, over-temperature
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CAUTION! Do not insert objects through the venting holes. This 
may damage the product. Should this still happen, there is no 
risk to cause injury due to the low voltages inside and the over 
current protection.

CAUTION! Do not insert objects other than applicable cable 
contacts into the terminals. This may damage the product. 
Should this still happen, there is no risk to cause injury due to 
the low voltages inside and the over current protection.

The product is intended for indoor use in a ventilated area with 
normal temperatures and humidity (max+48 °C, min +0°C, max 
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sunlight. The product is to be mounted by an instructed person. 
No serviceable parts inside. Only to be opened by skilled service 
technician

FCC STATEMENT

This equipment has been tested and found to comply with the 
limits for a Class B digital device, pursuant to part 15 of the FCC 
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against harmful interference in a residential installation. This  
equipment generates, uses and can radiate radio frequency 
energy, and if not installed and used in accordance with the 
instructions, may cause harmful interference to radio communica-
tions. However, there is no guarantee that interference will not
occur in a particular installation. If this equipment does cause 
harmful interference to radio or television reception, which can be 
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encouraged to try to correct the interference by one or more of the 
following measures:
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• Increase the separation between the equipment and receiver
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that to which the receiver is connected
• Consult the dealer or an experienced radio/TV technician for help

Manufacturer:
Ochno AB
�.�R�S�S�D�U�E�H�U�J�V�Y�¦�J�H�Q������
���������������9�¦�V�W�H�U�§�V
Sweden

Distributed by: 
Bachmann GmbH 
Ernsthaldenstr. 33 
70565 Stuttgart
Germany

RoHS
REACH


